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 Model Number  MP-C2EH200F-C 

Camera 

 Image Sensor   1/2.7" color SONY CMOS 

 Resolution 1080P@25/30fps 

Effective Pixels 1920(H)x1080(V) 

Resolution AHD:2.0Mega Pixel,1080P 

Video Standard PAL/NTSC(Default) 

Synchronization Inter-Sync 

Night Vision 

IR Led 24pcs 850nm IR Led 

Infrared Distance 20M 

IR Power On CDS Auto Control 

Features 

Sense Up No 

Day&Night Mode External Control(Default) 

UTC Suport 

OSD Support No 

WDR Digital WDR 

Min.Illumination 0.01Lux/F1.2 

S/N Ratio ≥40dB 

Electronic Shutter AUTO 

White Balance Auto 

AGC default 

 
MP-C2EH200F-C 
1080P Indoor Car Camera 



Smart Car Camera Series︱MP-C2EH200F-C 

http://www.mapesen.com/ 

Video Output AHD 

Dynamic Range 70db 

DNR 3D DNR  

Lens 

Focal Length  3.6mm 

Lens Mount M12 

Lens Type Fixed,3.0MP 

Angle Horizontal: 81°   

General 

Type Indoor Plastic 

Video Interface Aviation Connector 

Power Supply DC12V±10% 

Lightning Production Support 

Working Temperature -20 °C to 50 °C 

Working Humidity 10%-95% (Non-condensing)   

Power Consumption Max 4W  
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