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Model number MP-L8GSH241M-O 

Camera 

Image Sensor 1/2.8’’Color CMOS Image Sensor 

Resolution 1080P@25/30fps 

Effective Pixels 1920(H)×1080(V) 

Resolution AHD/TVI/CVI:2.4Mega Pixel,1080P,CVBS:960H 

Video Standard PAL/NTSC(OSD switch) 

Synchronization Inter-Sync 

Feature 

IR LED NON 

Day & Night mode Full Color Day&Night 

UTC Support 

OSD Support Support 

WDR True WDR(Max 120DB) 

Min. Illumination 0.0001Lux 

S/N Ratio ≥45dB 

Electronic Shutter Auto  

White Balance Auto  

AGC 0-10 Steps 

 
MP-L8GSH241M-O 
2.4MP 4-IN-1 Auto-Focus ULTRA Colorful Day&Night Metal Bullet Camera(True WDR) 
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Video Output AHD/TVI/CVI/CVBS OSD switch 

Dynamic Range ≥68db  

DNR 2D/3D DNR 

Sens-up Off/X2/X4/X8/X16/X32 

Defog Off/On 

Mirror Off/On 

Flip Off/On 

Motion Det Window(4 editable areas) 

Privacy Mask 16 Masks More 

Language ENGLISH 

Lens 

Focal Length 2.7-10mm Motorize Special starlight lens,4X digital zoom 

Lens Type Auto-focus 

General 

Type Outdoor Metal Bullet Camera 

Power Supply 12V DC±10% 

Lightning Protection 6KV 

Power Consumption 3W 

Working Humidity Relative humidity less than 90% 

Operating Temperature -20°C to +50°C (-14°F to 122°F) 

Storage Temperature -40°C to +60°C (-40°F to 140°F) 

 
 
  


